
Copyright Naim Audio 2012  Page 1 of 8

Overview

Networked audio or streaming is becoming increasingly 
popular as music enthusiasts discover how convenient 
it is to have armchair access to potentially their 
whole music collection without any sound quality 
compromises. In addition internet radio gives access 
to 17,000-plus radio stations worldwide, often taking 
the opposite approach to national terrestrial radio by 
narrowcasting: aiming to serve only a small subset of 
the market by focusing on one small genre of music. For 
music enthusiasts this can be highly rewarding, making it 
easier than ever before to seek out and enjoy new music.
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Objective

7R�GHVLJQ�DQ�XSJUDGHDEOH�QHWZRUN�DXGLR�SOD\HU�WKDW�LV�VLJQLÀFDQWO\�VRQLFDOO\�VXSHULRU�WR�D�1';�QHWZRUN�SOD\HU�

Functionality

Naim’s NDS is an audio source product that integrates 
network streaming, internet radio, iPad, iPod and iPhone 
digital connection and replay from USB memory stick. 
It also has three S/PDIF inputs (two transformer-isolated 
coaxial inputs and one buffered optical input) for the 
connection of other digital sources.

As standard the NDS is controlled either via the front 
panel display and buttons or by the supplied remote 
FRQWURO��:LWK�D�GRZQORDG�RI�WKH�1DLP�Q�6WUHDP�
application full functional control is available via hand-
held devices such as the Apple iPad or iPod Touch.
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Key differences from NDX

To achieve even higher sound quality than that provided 
E\�WKH�1';��1DLP·V�HQJLQHHUV�KDYH�HQKDQFHG�WKH�1'6�
in numerous different ways. The most important of these 
design changes – in no particular order, and explained 
in greater detail in the rest of this document – are as 
follows:

��1R�LQWHUQDO�SRZHU�VXSSO\�²�WKH�1'6�PXVW�EH�XVHG�ZLWK�
H[WHUQDO�;3��;6��;36���RU����36�SRZHU�VXSSOLHV��YLD�
either one or both of NDS’s two Burndy sockets.

��6SOLW�3&%V�²�WKH�GLJLWDO�DQG�DQDORJXH�VHFWLRQV�RI�WKH�
circuit are housed on separate printed circuit boards 
(PCBs) to improve their electrical and mechanical 
isolation.

��6XVSHQGHG�3&%V�²�PHFKDQLFDO�LVRODWLRQ�RI�WKH�GLJLWDO�
and analogue circuit boards is further enhanced by 
independent compliant isolation, similar to that used in 
WKH�&'�����(DFK�ERDUG�LV�EROWHG�WR�D�ODUJH��KHDY\�EUDVV�
subchassis that is supported above the base of the case 
on steel springs which provide a mechanical resonance 
frequency below the audible range.

��'DWD�EXIIHULQJ�LV�QRZ�GRQH�ZLWKLQ�WKH�'63�FKLS�
UDWKHU�WKDQ�LQ�H[WHUQDO�5$0��ZKLFK�IDFLOLWDWHV�VLJQLÀFDQW�
improvements to the PCB layout reducing RF 
interference due to the reduction of high speed traces on 
the PCB.

��$V�D�UHVXOW�RI�WKLV�FKDQJH��WKH�'63�FRGH�KDV�EHHQ�
further enhanced to optimise the chip’s power draw and, 
thereby, improve sound quality.

��7KH�'63�SRZHU�VXSSO\�KDV�EHHQ�FKDQJHG�WR�D�GHVLJQ�
which better accommodates the DSP’s pulsed current 
draw.

��%XUU�%URZQ·V�3&0�����SUHFLVLRQ�ODVHU�WULPPHG�VLJQ�
PDJQLWXGH�ODGGHU�'$&V�UHSODFH�WKH�1';·V�3&0�����
delta- sigma DAC chips. 

��6KLHOGLQJ�FDQV�KDYH�EHHQ�DGGHG�WR�WKH�VWUHDPHU�
module, DSP power supply and DAC chips, to reduce 
radiated interference within the case.

��%RWK�WKH�FXUUHQW�WR�YROWDJH��,�9��DQG�DQDORJXH�
ÀOWHU�RXWSXW�VWDJHV�XVH�WKURXJK�KROH�GLVFUHWH�FLUFXLWU\�
WKURXJKRXW��QRW�RS�DPS�,&V�DV�LQ�WKH�1';�

��8QOLNH�WKH�1';��1'6�GRHV�QRW�RIIHU�DQ�RSWLRQDO�'$%�
FM module in order to optimise layout.

Network Streaming

Using the UPnP™ network protocol the NDS plays music 
stored on a hard drive across a standard ethernet 
QHWZRUN��:LWK�WRGD\·V�WUHQG�WR�GRZQORDGLQJ�RU�ULSSLQJ�
music to hard drives the ability to achieve audiophile 
sound quality from music data stored on an HDD or NAS 
is paramount. A mix of Naim’s standard engineering 
techniques and new principles were utilised to realise 
this goal with the NDS, as designing a network player of 
VLJQLÀFDQWO\�LPSURYHG�VRXQG�TXDOLW\�WR�WKH�1';�SRVHG�
some stiff challenges.

Control Devices

HDX

USB memory stick

Computer

NAS

NDS

Audio Out

UPnP Servers Network

A typical network layout incorporating the NDS
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$OWKRXJK�WKH�+';�DQG�8QLWL6HUYH�FDQ�DOVR�SOD\�DXGLR�
ÀOHV�IURP�QHWZRUN�GHYLFHV��WKH\�DQG�WKH�1'6�ZRUN�
GLIIHUHQWO\��7KH�+';�DQG�8QLWL6HUYH�DUH�KDUG�GLVN�DXGLR�
players where the music is played from the internal hard 
GULYH�RU�IURP�PXVLF�ÀOHV�IRXQG�RQ�WKH�QHWZRUN��7KH\�
VFDQ�WKH�QHWZRUN�WR�ÀQG�SOD\DEOH�PHGLD�ZKLFK�DUH�WKHQ�
added to the database and can be played. By contrast, 
WKH�1'6�²�OLNH�WKH�1';�DQG�1'��;6�²�XVH�WKH�83Q3™ 
QHWZRUN�SURWRFRO�WR�ÀQG�83Q3™ servers on the network 
DQG�SOD\�DXGLR�ÀOHV�VHUYHG�E\�WKHVH�VHUYHUV��$V�SDUW�RI�
the NDS’s development Naim has tested many UPnP™ 
servers and we have written our own UPnP™ server 
IRU�1DLP·V�RZQ�VHUYHU�SURGXFWV��6R�WKH�+';�DQG�WKH�
UnitiServe are not only hard disk players but also UPnP™ 
servers, from which the NDS can stream audio.

Research indicates that customers streaming music 
sources are still primarily ripping their own CDs. Naim’s 
hard disk players include Naim’s ripping engine to 
ensure that the extraction of data from the CD is carried 
RXW�RSWLPDOO\���6HH�1DLP�:KLWH�3DSHU��+';�&'�5LSSLQJ�
Engine.

Uncompressed audio data will always give better sonic 
results than compressed. Even lossless compression 
may not reproduce audio with equivalent quality to the 
uncompressed original as the processing required to 
uncompress the data increases the computational load. 
7KLV�UDLVHV�WKH�SRZHU�VXSSO\�QRLVH�ÁRRU��ZKLFK�LPSDFWV�
on the sound quality.

NDS internal architecture

'DWDÁRZ
:KHQ�WKH�1'6�UHTXHVWV�D�PXVLF�ÀOH��WKH�83Q3™ 
VHUYHU�FRQFHUQHG�ZLOO�SDFNHWL]H�WKH�ÀOH�LQWR�D�7&3�
(Transmission Control Protocol) stream for transport 
across the network. The NDS accepts this TCP stream, 
unpacks it and buffers the data in memory. This 
buffering, which takes place within the Streamer Module, 
takes up the inevitable variations in network latency 
which could otherwise cause audible clicks and pops or 
even drop-outs. The data from the Streamer Module is 
clocked out to the DSP as a digital audio stream, using 
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differential transmission to reduce radiated electrical 
noise from this fast digital signal. This differential digital 
stream is then galvanically isolated from the DSP 
section using a high-speed pulse transformer. The full 
internal functions of the DSP are explained later in this 
document. Buffered I2S data output from the DSP is 
opto-isolated and reclocked through a reclocking gate 
before the DAC section, where it is converted to an 
DQDORJXH�VLJQDO��7KH�DQDORJXH�VLJQDO�LV�WKHQ�ÀOWHUHG�WR�
remove the out-of-band artefacts that are a by-product of 
the digital to analogue conversion process.

Streamer Module

This is the circuit board that provides the NDS’s network 
FRQQHFWLYLW\��HLWKHU�YLD�ZLUHG�(WKHUQHW�RU�:L�)L��2I�WKH�
two, Naim recommends the use of a wired connection 
IRU�XOWLPDWH�VRXQG�TXDOLW\�DQG�UHOLDELOLW\��EXW�:L�)L�LV�
included for convenience. The module is the same third-
JHQHUDWLRQ�ERDUG�QRZ�ÀWWHG�WR�WKH�1';�DQG�1DLP·V�RWKHU�
VWUHDPLQJ�SOD\HUV�DQG�LV�FRPSDWLEOH�ZLWK�PXVLF�ÀOHV�RI�
XS�WR����N+]�VDPSOLQJ�UDWH�DQG����ELW�UHVROXWLRQ��7KH�
VWUHDPHU�PRGXOH�KDV�EHQHÀWWHG�IURP�1DLP·V�GHVLJQ�
input, particularly with regards to circuit layout. Critical 
capacitors have also been changed to tantalum types – 
D�FKDQJH�WKDW�FRQWULEXWHV�VLJQLÀFDQWO\�WR�VRXQG�TXDOLW\��

Digital Control Board

The digital control board is the heart of the NDS.   
7KH�ÀUPZDUH�XSGDWHDEOH�$50�SRZHUHG�ERDUG�VLWV�
beneath the streaming module and controls all functions 
of the NDS.

Electrical isolation

To reduce noise transfer to the analogue domain from 
its digital circuits and connections the NDS incorporates 
galvanic isolation between key sections of its circuit. The 
digital audio data source is isolated from the DSP and, in 
turn, the DSP is isolated from the master clock and DAC. 
In this way the maximum isolation is achieved between 
digital sources and analogue output. Power supplies for 
each section of the signal path are also independent, as 
explained later.

Further electrical isolation has been achieved by dividing 
the main circuit between two separate PCBs – a digital 
ERDUG�ZKLFK�FDUULHV�WKH�'63��'$&�DQG�,�9��FXUUHQW�WR�
YROWDJH�FRQYHUWHU��VWDJHV�SOXV�WKH�ÀUVW�VHFWLRQ�RI�WKH�
DQDORJXH�RXWSXW�ÀOWHU��DQG�DQ�DQDORJXH�ERDUG�WKDW�
FDUULHV�WKH�UHPDLQGHU�RI�WKH�DQDORJXH�ÀOWHU�DQG�RXWSXW�
circuitry. Dividing the boards in this way allows for 
improved electrical isolation due to reduced cross-
coupling between foil planes.

Screening

In order to minimise the amount of electrical interference 
radiated by high-speed circuitry within the NDS, which 
has the undesirable effect of raising electrical noise 
levels generally inside the case, screening cans have 
EHHQ�ÀWWHG�WR�FULWLFDO�SDUWV�RI�WKH�FLUFXLWU\��7KH�VWUHDPHU�
module and digital control board are entirely encased 
in a large screening box; the DSP power supply has 
a screening can; and screening cans have also been 
added to the DAC chips. The large brass subchassis 
beneath each board (see below) also provides enhanced 
screening.

Mechanical isolation

To obviate low-level microphony – where external 
vibrations affect circuit behaviour and degrade sound 
quality – the NDS uses a circuit suspension system 
VLPLODU�WR�WKDW�ÀUVW�GHYHORSHG�IRU�WKH�1$&������(DFK�RI�
the two main circuit boards is bolted to a large brass 
subchassis that is supported above the base of the 
case on four steel springs. The rate of these springs 
is matched to the mass of the subchassis to provide 
a mechanical resonance frequency below the audible 
UDQJH��DW��+]���$ERYH�WKLV�UHVRQDQFH��WKH�VXVSHQVLRQ�
provides increasingly effective compliant isolation as the 
frequency of external vibration increases.

&$'�UHQGHULQJ�RI�WKH�GLJLWDO�3&%·V�EUDVV�VXEFKDVVLV�
VKRZLQJ�WKH�HLJKW�SRVWV�WR�ZKLFK�WKH�ERDUG�LV�EROWHG

Advanced 3D CAD modelling has enabled precise 
placement of the spring positions relative to the board/
subchassis assembly’s centre of gravity to ensure purely 
vertical motion of the suspension, and cable connections 
to the PCBs are carefully realised to prevent any physical 
‘short-circuiting’ of the isolation.
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$QDORJXH��OHIW��DQG�GLJLWDO�FLUFXLW�ERDUGV�EROWHG�WR�WKHLU�
EUDVV�VXEFKDVVLV

DSP buffer jitter removal

Naim’s buffer or memory method of jitter removal relies 
on a simple concept: the audio data is clocked into the 
memory at the incoming, inconsistently timed rate and is 
then clocked out of the memory and into the DAC chips 
XVLQJ�D�SUHFLVH�FORFN��7KH�UDWH�DW�ZKLFK�WKH�PHPRU\�ÀOOV�
and empties is controlled by selecting the master clock 
frequency that best matches the average incoming clock 
frequency. In this way the data entering the DAC chips is 
completely isolated from the incoming jitter.

1'6��OLNH�WKH�1';��KDV�D�YROWDJH�FRQWUROOHG�FU\VWDO�
RVFLOODWRU��9&;2��DV�LWV�PDVWHU�FORFN��FRQWUROOHG�E\�
WZR���ELW�'$&V�FRQQHFWHG�WR�LWV�FRQWURO�OLQH�WR�JLYH���
ELW�UHVROXWLRQ������GLVFUHWH�VWHSV�LQ�WKH�PDVWHU�FORFN�
frequency). The SHARC DSP monitors the rate at which 
WKH�5$0�EXIIHU�LV�HLWKHU�ÀOOLQJ�RU�HPSW\LQJ�DQG�FKDQJHV�
the clock frequency only very gradually to ensure that 
WKHUH�LV�QHYHU�RYHUÁRZ�RU�XQGHUÁRZ��2QFH�WKH�V\VWHP�
has settled, it will only modify the master clock frequency 
HYHU\����WR����PLQXWHV�

Block diagram of the NDS master clock circuitry. The 
DSP monitors incoming data rate and adjusts the control 

voltage of one of two VCXOs to select which of 512 
DYDLODEOH�FORFN�IUHTXHQFLHV�SURYLGHV�WKH�EHVW�PDWFK��,Q�
this way the master clock is completely isolated from 

incoming jitter

Only in rare cases will none of the NDS’s selectable 
master clocks be closely enough matched to the 
incoming data rate. To cope with this eventuality we 
have also implemented, as a backup, an asynchronous 
sample rate converter (ASRC) that will accept any 
VDPSOH�UDWH�IURP���N+]�²����WR����N+]������

:KLOH�WKH�PHWKRG�RI�MLWWHU�UHPRYDO�LV�WKH�VDPH�LQ�WKH�
1'6�DV�LQ�WKH�1';��WKH�KDUGZDUH�UHDOLVDWLRQ�LV�GLIIHUHQW��
:KHUHDV�LQ�WKH�1';�WKH�LQFRPLQJ�DXGLR�GDWD�ZDV�
buffered in RAM chips external to the DSP, in the NDS 
the DSP’s internal RAM is used instead. This has the 
advantage of simplifying the circuit board design by 
removing the high-speed traces between DSP and 
RAM, which in turn allows the board design to be further 
optimised, reducing electromagnetic radiation.

2QH�RI�WKH�NH\�DVSHFWV�RI�WKH�1';·V�GHVLJQ�ZDV�WKH�
optimisation of Naim’s proprietary DSP code which, 
because it determines when current is drawn from the 
power supply, has a direct impact on power supply 
noise levels and hence sound quality. In the NDS, re-
optimisation of the DSP code was necessary for two 
UHDVRQV��ÀUVW��WKH�DIRUHPHQWLRQHG�FKDQJH�WR�XVLQJ�
internal RAM within the DSP for audio data buffering; 
and second, because the NDS uses a new DSP power 
supply that is better adapted to delivering the pulsed 
currents demanded by the DSP.

For readers who are interested to learn more about the 
various methods available for realising a low-jitter master 
clock, a full description can be found in Appendix A.
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'LJLWDO�ÀOWHULQJ�XVLQJ�1DLP�DOJRULWKPV
7KH�1'6�XVHV�WKH�VDPH���ð�RYHUVDPSOLQJ�ÀOWHU�DV�
the Naim DAC, which is implemented in the SHARC 
processor. (See Appendix B for an explanation 
RI�RYHUVDPSOLQJ���7KH�FKRVHQ�ÀOWHU�LV�D�PRGLÀHG�
Butterworth to which additional poles have been added 
to prevent too much phase shift occurring within the 
audio band. To ensure both low arithmetic noise (fewer 
additions and multiplications that cause rounding) and 
low power supply noise (since the DSP draws less 
FXUUHQW�ZKHQ�LW�LVQ·W�FDOFXODWLQJ��WKH�ÀOWHU�LV�LPSOHPHQWHG�
DV�HIÀFLHQWO\�DV�SRVVLEOH��XVLQJ�RQO\�ÀYH�OLQHV�RI�
assembly code.

7KH�GLJLWDO�ÀOWHU�LV�D�FRPSXWDWLRQDOO\�HIÀFLHQW�,,5��LQÀQLWH�
impulse response) type. Having listened to IIR and FIR 
�ÀQLWH�LPSXOVH�UHVSRQVH��LPSOHPHQWDWLRQV�RI�ÀOWHUV�ZLWK�
identical amplitude and phase responses, we found 
that we prefer the IIR implementation. Even though, in a 
SHUIHFW�ZRUOG��DQ�),5�ÀOWHU�VKRXOG�EH�DEOH�WR�LPSOHPHQW�
any IIR response to the resolution of the DACs, we found 
that processing loads, arithmetic noise, etc had greater 
LQÁXHQFH�RQ�VRXQG�TXDOLW\�WKDQ�WKH�SKDVH�HUURUV�WKDW�,,5�
ÀOWHUV�LQKHUHQWO\�LQWURGXFH�

$V�LQ�WKH�1DLP�'$&�DQG�1';��WKH�GLJLWDO�ÀOWHU�LV�UHDOLVHG�
XVLQJ�D����ELW�ÁRDWLQJ�SRLQW�SURFHVVRU�UDWKHU�WKDQ�WKH�
typical 32-bit equivalent, which ensures the precision 
QHFHVVDU\�IRU����ELW�DXGLR�GDWD��7KLV�LV�H[SODLQHG�PRUH�
fully in Appendix C.

7KH�1DLP�'63�ÀOWHU�UHVSRQVH�DQG�SDVVEDQG�ULSSOH��
input sample rate 48kHz

DAC stage

The DAC chip used in the NDS is Burr-Brown’s top 
3&0�����SUHFLVLRQ�ODVHU�WULPPHG�VLJQ�PDJQLWXGH�
PRGHO��VSHFLÀHG�WR�KDYH�D�VLJQDO�WR�QRLVH�UDWLR�RI�
���G%��2YHUVDPSOLQJ�DQG�GLJLWDO�ÀOWHULQJ�DUH�SHUIRUPHG�
externally in the DSP, using Naim-written algorithms. A 
VKLHOGLQJ�FDQ�LV�ÀWWHG�WR�HDFK�'$&�FKLS�WR�UHGXFH�WKH�
radiation of electromagnetic interference.

Burr-Brown’s sign-magnitude architecture is designed to 
combine the low noise of a conventional ladder DAC with 
the superior low-level performance (but poorer noise) of 
a delta-sigma DAC. Two DACs are combined internally 
LQ�D�FRPSOHPHQWDU\�FLUFXLW�FRQÀJXUDWLRQ�WKDW�HOLPLQDWHV�
glitching and suppresses linearity errors around zero-
crossing.
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I2V (current-to-voltage) stage

8QOLNH�WKH�1';��ZKLFK�XVHV�KLJK�TXDOLW\�RS�DPSV�LQ�LWV�
,�9�VWDJH��ZKLFK�FRQYHUWV�WKH�FXUUHQW�RXWSXW�RI�WKH�'$&�
into an equivalent voltage signal to feed the analogue 
ÀOWHULQJ�DQG�RXWSXW�VWDJHV���WKH�1'6�,�9�FLUFXLW�XVHV�
discrete, through-hole components throughout.
The output signal from a true multi-bit DAC chip is a 
current not a voltage. But the NDS analogue outputs 
must carry a voltage signal, as required by the following 
SUHDPSOLÀHU��6R�WKH�FXUUHQW�RXWSXW�RI�WKH�'$&�FKLSV�
must be converted into an equivalent voltage signal, 
XVLQJ�D�FLUFXLW�FDOOHG�DQ�,�9�FRQYHUWHU��EHFDXVH�FXUUHQW�
LV�V\PEROLVHG�E\�WKH�OHWWHU�¶,·�DQG�YROWDJH�E\�WKH�OHWWHU�¶9·��
KHQFH�,�9��

$Q�,�9�FRQYHUWHU�PXVW�EH�IDVW��QRW�EHFDXVH�WKH�DXGLR�VLJQDO�
itself has particularly high rate of change but because the 
staircase waveform from the DAC has fast edges. If the 
,�9�FRQYHUWHU�LV�VORZ��LWV�RXWSXW�ZLOO�FRQWDLQ�IUHTXHQFLHV�
that were not present in the encoded audio signal. These 
distortions are audible and once generated cannot be 
UHPRYHG�E\�WKH�DQDORJXH�ÀOWHU�VWDJH�WKDW�IROORZV�

7KH�,�9�FRQYHUWHU�LQ�WKH�1'6�LV�D�1DLP�GHVLJQHG�
discrete bipolar transistor stage. Each part of the circuit 
has been optimised for the application to achieve 
superior performance to a generic op-amp. The 
FLUFXLW�ZDV�ÀUVW�GHVLJQHG�RQ�SDSHU��EDVHG�RQ�H[LVWLQJ�
knowledge. Then the design was transferred to SPICE 
circuit simulation software for computer analysis. This 
simulation allows the circuit to be tested prior to being 
built, and is also used to investigate the cumulative effect 
of component tolerances using a process called Monte 
Carlo analysis. SPICE speeds up the design process as 
it is possible to simulate hundreds of designs a week. 
It will not directly predict how a design will sound but it 
shortens the listening room testing time by weeding out 
circuits that do not function as well as required. Power 
supply, PCB layout and microphonic effects cannot be 
reliably modelled in SPICE but have a profound effect in 
the listening room.

7KH�1DLP�1'6·�,�9�VWDJH�FRPSULVHV�WKUHH�SDUWV��D�
differential input stage, a voltage gain stage and the 
EXIIHU�RU�RXWSXW�VWDJH��2YHUDOO�WKH�FLUFXLW�LV�FRQÀJXUHG�
DV�D�YLUWXDO�HDUWK�DPSOLÀHU��ZLWK�WKH�'$&�FKLS·V�RXWSXW�
connected to the virtual earth summing point. If the DAC 
chip’s output terminal is subject to any voltage variation 
the result can be increased distortion; this circuit 
FRQÀJXUDWLRQ�SUHYHQWV�WKDW�RFFXUULQJ�

A differential long tail pair (LTP) is used for the input 
stage. This provides high input impedance, ensuring 
WKDW�WKH�'$&�FKLS·V�RXWSXW�FXUUHQW�ÁRZV�SULQFLSDOO\�
WKURXJK�WKH�,�9�VWDJH·V�IHHGEDFN�UHVLVWRU��$�ORZ�
impedance resistive load forces the effect of parasitic 
capacitance to a very high frequency, ensuring that 
the input stage is fast. Because the LTP transistors are 
biased from a constant current source and the virtual 
HDUWK�FRQÀJXUDWLRQ�LQKHUHQWO\�NHHSV�WKHP�DW�D�FRQVWDQW�
voltage, the input stage is extremely linear. If it were not it 
would irreversibly distort the signal.

The second, voltage gain stage is a two-transistor, 
cascoded common emitter arrangement with a constant 
FXUUHQW�ORDG��7KH�ÀUVW�WUDQVLVWRU�SURYLGHV�WKH�JDLQ�ZKLOH�
WKH�VHFRQG�SURYLGHV�D�YROWDJH�VKLHOG�IRU�WKH�ÀUVW��VR�WKDW�
it operates at almost constant collector-emitter voltage. 
This prevents the large output voltage swing from 
PRGXODWLQJ�WKH�ÀUVW�WUDQVLVWRU·V�JDLQ�FKDUDFWHULVWLFV��WKH�
‘Early effect’) and thereby introducing distortion. A class-
A complementary push-pull emitter follower is used for 
the output stage. This provides low output impedance 
for both the feedback resistor and the following analogue 
ÀOWHU�VWDJH�

7KH�,�9�FRQYHUWHU·V�RXWSXW�YROWDJH�LV�SURSRUWLRQDO�WR�WKH�
DAC chip’s output current and the value of the feedback 
UHVLVWRU��7KLV�PDNHV�WKH�,�9�IHHGEDFN�UHVLVWRU�D�KLJKO\�
critical component. Both the type of resistor and how it is 
mounted to the PCB are tuned in the listening room.

$QDORJXH�RXWSXW�ÀOWHU
7KH�,�9�VWDJH·V�RXWSXW�VLJQDO�KDV�WR�EH�ÀOWHUHG�WR�UHPRYH�
the remaining unwanted frequency components from the 
'$&�XVLQJ�DQ�DQDORJXH�ORZ�SDVV�ÀOWHU��,Q�WKH�1'6�WKLV�LV�
a multi-stage seven-pole design using discrete, through-
hole circuitry throughout rather than the op-amps of 
WKH�1';��1R�VXUIDFH�PRXQW�FRPSRQHQWV�DUH�XVHG��DQG�
critical circuit elements are matched into tight tolerance 
groups prior to assembly to ensure correct frequency 
response.

6DOOHQ�.H\�ÀOWHUV�DUH�XVHG�WR�LPSOHPHQW�WKH�GHVLJQ�
and thermal quiet rooms are used to ensure that the 
WUDQVLVWRUV�RI�HDFK�ÀOWHU�VWDJH�RSHUDWH�ZLWK�PLQLPDO�
temperature difference between them, to ensure tight 
control of thermally related distortion.
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External power supply

The NDS has no internal power supply so has to be used 
ZLWK�;3��;6��;36���RU����36�H[WHUQDO�VXSSOLHV��YLD�RQH�
or both Burndy sockets on the rear panel.  

2WKHU�VRQLF�LQÁXHQFHV
$V�ZLWK�DOO�1DLP�GHVLJQV��WKH�LQÁXHQFH�RI�YLEUDWLRQ�
– induced microphonic noise – has been minimised in 
the NDS. The starting point is a rigid chassis made from 
high-grade aluminium, which is supplemented in the 
NDS by the sprung subchassis suspension system of 
the digital and analogue PCBs. Even with this, analogue 
VWDJH�ÀOWHU�FDSDFLWRUV�WKDW�ZRUN�LQ�WKH�DXGLEOH�EDQG�
remain prone to microphony, so susceptible components 
are lifted from being in direct contact with the circuit 
board to minimise this effect.

PCB design for digital circuits is as critical to 
SHUIRUPDQFH�DV�LW�LV�IRU�D�KLJK�HQG�SRZHU�DPSOLÀHU�
– possibly more so – and different techniques are 
required for digital and analogue board design. There 
are high-speed DSPs, high-resolution digital circuits and 
low-noise analogue circuits present, all of which require 
different design approaches. In the NDS the DSPs are 
placed well within the boundaries of a six-layer PCB. The 
DSP also relies on inter-plane capacitance to provide low 
inductance decoupling.

All high-speed traces are measured and resistively 
damped accordingly to ensure that digital signal edges 
are not subject to ringing since ringing radiates high 
frequency electromagnetic energy that could affect the 
analogue circuits.

The master clock drivers and timing gates are decoupled 
differently. Different PCB design techniques are required 
for these high-speed signals. For best performance the 
decoupling capacitors are placed topside to avoid using 
the inductive PCB vias. Decoupling traces dominate the 
topside, being as wide and short as possible since every 
PLOOLPHWUH�RI�3&%�WUDFH�OHQJWK�KDV�D�VLJQLÀFDQW�HIIHFW�
ZKHQ�FORFN�VLJQDOV�DUH�DW���0+]�ZLWK�QDQRVHFRQG�ULVH�
times. All high frequency traces are sandwiched in the 
central layers of the PCB where they are shielded by the 
ground and power planes that create the high frequency 
return current paths. Outer layers are used for low 
frequency signal and power supply decoupling.

In the analogue circuits, different techniques are 
required again. Here large planed areas of conductor 
are detrimental to sound quality and are replaced with 
the star ground techniques that can be found in all Naim 
analogue products.

Another feature common to all Naim products is 
meticulous care over the routing and support of internal 
wiring, which includes the precise placement of cable 
ties. This aspect of construction is optimised in the 
listening room.

,OOXVWUDWLRQ�RI�DQ�;3��;V�RU�;36�FRQQHFWHG�WR�WKH�1'6
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Gapless playback

The NDS supports gapless audio playback with both 
compressed and uncompressed audio formats. In this 
mode there is no two-second gap between tracks, which 
can be so annoying when listening to a live recording 
or a classical music recording where the microphones 
remain ‘open’ between movements.

Digital output

A single S/PDIF output is provided on the NDS via a BNC 
connector, chosen for best sound quality and impedance 
matching. The S/PDIF output is both buffered and 
isolated, the isolation being achieved using a high quality 
pulse transformer. The buffer, which is used to drive the 
S/PDIF currents through the pulse transformer to the 
digital receiver, isolates the DSP from the high transient 
currents required for S/PDIF output. As the S/PDIF 
signal is RAM buffered in the same way as the digital 
data going to the internal DAC chip, the same level of 
jitter removal is applied whether the output is analogue 
or digital. Digital output is switchable and is usually 
disabled when the analogue output is being used.

Appendix A – low-jitter master clock design

The stability or noise of a DAC’s master clock has a 
GLUHFW�LQÁXHQFH�RQ�WKH�DXGLR�RXWSXW��)RU�H[DPSOH��LI�WKH�
clock frequency were to increase momentarily by one 
per cent then the analogue output frequency would 
increase by the same amount. So the NDS’s master 
clock has been designed to oscillate with extremely 
low noise. There are many types of clock frequency 
instability with many different causes but by careful 
GHVLJQ�WKHVH�LQÁXHQFHV�FDQ�EH�PLQLPLVHG�

Phase noise is random and can be caused by internal 
DQG�H[WHUQDO�LQÁXHQFHV�RQ�WKH�FORFN��3RZHU�VXSSO\�
QRLVH��IRU�LQVWDQFH��FDQ�LQÁXHQFH�LWV�RVFLOODWLRQ��VR�LQ�
the NDS the master clock has its own voltage regulator 
WR�SUHYHQW�H[WHUQDO�QRLVH�LQÁXHQFLQJ�VWDELOLW\��%XW�SRRU�
printed circuit board (PCB) layout can introduce power 
supply noise even when a regulator is used. The NDS 
PCB has six layers and is laid out such that circulating 
currents are kept local. All decoupling capacitors 
are connected with short, wide tracks to ensure low 
impedance and less HF noise on the power supply lines.

:KHQ�WKH�1'6�LV�SOD\LQJ�DXGLR�YLD�6�3',)��WKH�VRXUFH�
of the S/PDIF signal is the master and the NDS’s master 
clock must, on average, match the frequency of the 
source clock. Some products achieve this either by 
using an asynchronous sample rate converter (ASRC) 
RU�D�YROWDJH�FRQWUROOHG�FU\VWDO�RVFLOODWRU��9&;2��WRJHWKHU�
with a Phase Locked Loop (PLL).

ASRCs can work well but they rely on considerable 
mathematic processing, which will cause problems if not 
implemented very carefully. There are no ASRC chips 
on the market that can convert arbitrary input sample 
frequency to high enough frequencies that the analogue 
RXWSXW�ÀOWHU�FDQ�EH�NHSW�IDLUO\�VLPSOH��7KLV�PHDQV�WKDW�
you still have to oversample the data before the DAC, so 
you might as well do that properly from the outset and 
avoid the ASRC entirely. Moreover, since ASRC relies 
on averaging the incoming sample rate, not all jitter will 
be removed. The NDS uses the built-in ASRC in the 
SHARC DSP only when the incoming data rate is outside 
the S/PDIF spec. The SHARC’s ASRC has an arithmetic 
noise level of –128dB and so it is only used in these 
exceptional circumstances.

9&;2V�DUH�D�JRRG�VROXWLRQ�WRR�EXW�VLQFH�D�9&;2·V�
output frequency is controlled by a voltage, if noise is 
SUHVHQW�RQ�WKH�FRQWURO�OLQH�WKHQ�WKH�9&;2·V�RXWSXW�ZLOO�
exhibit phase noise. Normally the control line to the 
9&;2�LV�IHHG�YLD�D�3//�ZKLFK�PHDQV�WKDW�LW�LV�FRQVWDQWO\�
changing to match the incoming clock rate.

The NDS approaches the problem of matching its clock 
frequency to the source in a quite different way. The 
PDVWHU�FORFN�LQ�WKH�1'6�LV�D�9&;2�FRQWUROOHG�E\�WZR�
��ELW�'$&V�FRQQHFWHG�WR�LWV�FRQWURO�OLQH�WR�JLYH���ELW�
UHVROXWLRQ������GLVFUHWH�VWHSV���7KLV�PHWKRG�ZDV�FKRVHQ�
to give greater resolution, ie smaller step changes, 
LQ�WKH�PDVWHU�FORFN�IUHTXHQF\��7KH���ELW�'$&V�LV�
controlled by the DSP in software so the rate at which 
the master clock is altered can also be controlled. This 
is important because if the master clock is changed too 
quickly this can cause audible artefacts, ie introduce 
jitter. The SHARC DSP monitors the rate at which the 
5$0�EXIIHU�LV�HLWKHU�ÀOOLQJ�RU�HPSW\LQJ�DQG�FKDQJHV�
the clock frequency only if the buffer is going to either 
RYHUÁRZ�RU�XQGHUÁRZ��7KLV�ZD\�WKH�LQFRPLQJ�FORFN�MLWWHU�
LV�FRPSOHWHO\�LVRODWHG�IURP�WKH�1'6�PDVWHU�FORFN��:KHQ�
the system has settled, it will only modify the master 
FORFN�IUHTXHQF\�HYHU\����WR����PLQXWHV�
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Appendix B – oversampling and analogue 

ÀOWHULQJ
:KHQ�DQ�DQDORJXH�VLJQDO�LV�FRQYHUWHG�WR�GLJLWDO�IRUP�LW�
is no longer continuously variable: it is now a discrete 
representation of the original. This means that the signal 
amplitude is only known at certain, regularly spaced 
discrete time intervals determined by the sample rate. 
)RU�&'�WKH�VDPSOH�UDWH�LV�����N+]���������VDPSOHV�
per second) and therefore the time interval between 
each sample is 22.7μs (microseconds). To recreate the 
analogue signal, the DAC chip holds each sample value 
until the next arrives, resulting in a staircase waveform 
rather than the smooth, continuous original. An example 
is shown below.

Spectral analysis of the original signal (green trace) and 
the unprocessed DAC output (red trace).

Note that the peak in the green trace at 1kHz overlays an 
HTXLYDOHQW�SHDN�LQ�WKH�UHG�WUDFH

7KLV�UHTXLUHV�D�YHU\�VWHHS�ORZ�SDVV�ÀOWHU��$FKLHYLQJ�
DGHTXDWH�SHUIRUPDQFH�XVLQJ�DQ�DQDORJXH�ÀOWHU�
LV�H[WUHPHO\�GLIÀFXOW��,W�UHTXLUHV�WKH�XVH�RI�FRVWO\��
KLJK�SUHFLVLRQ�FRPSRQHQWV��DQG�HYHQ�WKHQ�WKH�ÀOWHU�
performance may change with temperature, loading, etc. 
2QH�ZD\�RI�UHOD[LQJ�WKH�FRQVWUDLQWV�RQ�WKH�DQDORJXH�ÀOWHU�
is to increase the frequency space between the audible 
EDQG��XS�WR������N+]�DW�����N+]�VDPSOH�UDWH��DQG�
WKH�ÀUVW�RI�WKH�XQZDQWHG�IUHTXHQF\�FRPSRQHQWV��2QH�
popular method of achieving this is called oversampling 
and is described below. By oversampling we can use a 
UHODWLYHO\�VLPSOH�DQDORJXH�ÀOWHU�WR�UHPRYH�WKH�UHPDLQLQJ�
high frequency components that the DAC introduces.

To increase the sample rate we have to insert additional 
samples between the original samples. If we want to 
double the sample rate then we need to insert one extra 
sample between each two original samples, if we want 
to quadruple the sample rate then we need to insert 
three extra samples between each two original samples, 
and so on. But what sample values do we put there? 
If we oversample by a factor of two we could perform 
linear interpolation, so that each additional sample has 
a value half way between that of the original samples 
on either side – but that simplistic approach will create 
a lot of unwanted frequency components. In fact, linear 
LQWHUSRODWLRQ�LV�MXVW�D�YHU\�EDVLF�ORZ�SDVV�ÀOWHU��:H�FDQ�
do better than that!

Fortunately there is a smarter way of generating the new 
samples. First we ‘zero stuff’ the digital signals – in other 
words, insert the required extra samples but give them 
DOO�D�YDOXH�RI�]HUR��:KHQ�ZH�GR�WKH�UHVXOW�LV�D�ZDYHIRUP�
and spectrum like those shown below.

Looking at the staircase signal in the analogue time 
domain, as above, it may not look too bad. But if we 
look instead at the frequency spectrum of this signal 
(below) we see that instead of containing just the single 
frequency of the original analogue signal, the staircase 
waveform contains a lot more due to its sharp high 
frequency steps.
If the analogue signal is a 1kHz sine wave, as above, 
then the frequency spectrum of the staircase equivalent 
will also display a peak at 1kHz. But it additionally has 
peaks at every multiple of the sample rate plus or minus 
�N+]��LH����DQG���N+]�����DQG���N+]������DQG����N+]��
etc). In order for the DAC output to be as close as 
possible to the analogue original, these extra frequency 
FRPSRQHQWV�KDYH�WR�EH�UHPRYHG�E\�ÀOWHULQJ�RXW�
everything above half the sample rate. Then only those 
frequency components that were present in the original 
signal are left.

1kHz sine wave (green trace) and the staircase 
HTXLYDOHQW�JHQHUDWHG�E\�D�'$&�FKLS��UHG�WUDFH���

Sample rate is 48kHz
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7KH�VDPH��N+]�VLJQDO�DV�EHIRUH��OHIW��DQG�LWV�VSHFWUXP�
�ULJKW���VDPSOHG�RULJLQDOO\�DW���N+]�EXW�QRZ�]HUR�VWXIIHG�
ZLWK����]HUR�YDOXHG�VDPSOHV�EHWZHHQ�HDFK�DGMDFHQW

pair of original samples. The sample rate is now 
(16 × 48 =) 768kHz

Note that the spectrum is very similar to that shown 
previously but all the out-of-band peaks are now of 
the same height as the in-band peak (0dB). If we can 
UHPRYH�DOO�WKH�H[WUD�WRQHV��DERYH���N+]�LQ�WKH�H[DPSOH�
then we will create a DAC output signal that has smaller 
steps – provided, of course, that the DAC supports the 
new higher sample rate. That in turn means that the 
remaining unwanted frequency components will be 
higher in frequency, allowing them to be removed using 
D�VLPSOHU�ORZ�SDVV�DQDORJXH�ÀOWHU�

$SSHQGL[�&�²����ELW�GLJLWDO�ÀOWHULQJ
7KH�WDVN�RI�WKH�GLJLWDO�ÀOWHU�LV�WR�UHPRYH�DOO�WKH�IUHTXHQF\�
FRQWHQW�DERYH�KDOI�WKH�VDPSOH�UDWH��LH�DERYH������N+]�
LQ�WKH�FDVH�RI�&'��:KLOH�LW�LV�IDLUO\�HDV\�WR�GHVLJQ�D�
GLJLWDO�ÀOWHU�WKDW�DSSOLHV�D�KLJK�GHJUHH�RI�DWWHQXDWLRQ�WR�
HYHU\WKLQJ�DERYH������N+]�ZKLOH�KDYLQJ�PLQLPDO�HIIHFW�
on frequencies below 20kHz, we need to ensure that we 
XVH�VXIÀFLHQW�PDWKHPDWLFDO�SUHFLVLRQ�WR�NHHS�WKH�ÀOWHU·V�
DULWKPHWLF�QRLVH�EHORZ�²���G%��WKH�WKHRUHWLFDO�VLJQDO�WR�
QRLVH�UDWLR�RI����ELW�3&0�DXGLR��DW�DOO�WLPHV�

$V�WKH�LQFRPLQJ�DXGLR�FDQ�KDYH�XS�WR����ELW�UHVROXWLRQ��
���ELW�SURFHVVLQJ�ZLOO�QRW�EH�VXIÀFLHQWO\�DFFXUDWH�DV�LW�
will incur rounding and/or truncation errors of the same 
resolution as the incoming audio. The normal solution 
LV�WR�XVH����ELW�ÁRDWLQJ�SRLQW�SURFHVVLQJ�LQVWHDG�EXW�
LQ����ELW�,(((�ÁRDWLQJ�SRLQW�DULWKPHWLF�WKH�PDQWLVVD�LV�
���ELWV�ORQJ��VR�LI�ZH�KDYH�VDPSOH�YDOXHV�FORVH�WR���
– where the exponent will be 0 – we will again achieve 
RQO\����ELW�SUHFLVLRQ���)RU�UHDGHUV�XQIDPLOLDU�ZLWK�ÁRDWLQJ�
point arithmetic, numbers are represented in the basic 
IRUP��������(����ZKHUH�WKH�ÀUVW�SDUW�RI�WKH�QXPEHU�
²���������LQ�WKLV�FDVH�²�LV�WHUPHG�WKH�PDQWLVVD�DQG�WKH�
VHFRQG�SDUW��KHUH�����LV�WKH�H[SRQHQW��LH�WKH�SRZHU�RI�
10 by which the mantissa is multiplied. In conventional 
LQWHJHU�DULWKPHWLF��������(���LV�ZULWWHQ�DV����������
1RWH�WKDW�,(((�ÁRDWLQJ�SRLQW�QXPEHUV�XVH�EDVH���
(binary) rather than base 10 representation, but the 
structure is the same.)

In reality it is very hard to estimate the resulting precision 
XVLQJ�ÁRDWLQJ�SRLQW�QXPEHUV��7KH�EHVW�ZD\�WR�DVVHVV�LW�
LQ�WKH�FRQWH[W�RI�ÀOWHU�GHVLJQV�LV�WR�XVH�UHDO�ZRUOG�VLJQDOV��
VHQG�WKHP�WKURXJK�WKH�ÀOWHU�DQG�FKHFN�WKH�RXWFRPH�WR�
see what precision was achieved. A quick test along 
WKHVH�OLQHV�YHULÀHV�WKDW����ELW�ÁRDWLQJ�SRLQW�SURFHVVLQJ�
does not achieve the precision we require. Fortunately, 
more powerful processors from Analog Devices support 
D�QHZ�W\SH�RI�ÁRDWLQJ�SRLQW�QXPEHU�����ELW�ÁRDWLQJ�
SRLQW��,QVWHDG�RI�KDYLQJ�D����ELW�PDQWLVVD�WKHVH�XVH�D�
31-bit mantissa 8-bit exponent 1-bit sign. This gives the 
resolution we require but keeps memory requirements 
fairly low (only one more byte compared to 32 bits). If we 
VHQG�PXVLF�VLJQDOV�WKURXJK�RXU�LPSOHPHQWDWLRQ�RI�D�ÀOWHU�
ZLWK����ELW�ÁRDWLQJ�SRLQW�DQG�DQDO\VH�WKH�UHVXOWV�ZH�VHH�
that arithmetic noise is at about –180dB, which is well 
EHORZ�WKH�QRLVH�ÁRRU�RI�WKH�'$&�FKLSV�


